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II  ––  DDoowwnnllooaaddiinngg  aanndd  IInnssttaallllaattiioonn  
 

1. Download Armaor light on the website www.ariadis.fr, follow the link 

« Download ». 

2. Execute the installation file « Setup Armaor Light.exe » : 

 

 
 

Click on « ok » 

 

 
 

Click on  « next » 

 

http://www.ariadis.fr/
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Click on  « next »  
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Click on « Next » 
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Click on  « Next » 
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Click on « Install ». Armaor is installing. It should only take a few seconds. 
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Click on  « Finish ». Armaor is going to be launched automatically. You will find 

a shortcut on your office to launch it again later 
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IIII  ––  FFiirrsstt  ssttaarrtt  aanndd  aaccttiivvaattiioonn  
 
When started for the first time, you can choose the language and the norm you want to 

use. It is also requested to enter a password provided by Ariadis team. Contact us by 

phone calling +33 442904070 or thru help on line on our website www.ariadis.fr on help 

on line menu. 

 

 

 
 

http://www.ariadis.fr/
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IIIIII  ––  AArrmmaaoorr  sseettttiinngg  
 

1. Set the Armaor software. Go in the menu « Parameters » then click on « General 

Parameters »: 

 

 
 

2. Fill all the necessary fields : Name of the company, address, phone. 

Those data will be used for delivery notes editing : 
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3. The « technics » tab of that same window allows you to set the various diameters. 

The standard parameters frequently used are already set.  

However, if a diameter you are using is not in the tables, please add it from the 

section « Steel codes » 

 

 
 

In the following tabs, you can check that the grade tables are correctly set up and 

that the meter weight by diameter are right, i.e. that each data corresponds to the 

diameters previously entered. In the case data are different, you will have to 

modify them overwriting on them. 

A mistake at this level could lead to contradictions in the software.  

 

 
 

Once all is set correctly, click on « validate ». 
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4. Now you have to set the printers.  

Click on the menu « Parameters > Printing Parameters ». This screen shows you 

the possible printing list. To allocate a printer to a menu, double-click on a box 

from the column « Destination printer » . 
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After having double-clicked on one box, a screen of printer selection appears. It is 

possible to choose the number of copy you want. For instance, if you want the delivery 

note in two copies, indicate 2 in the box “number of copies”: 

 

 
 

 

 

 

The button « Properties » 

allows to access the printer 

properties. 

Don’t forget to define the 

format (A4, letter …) the 

orientation ( 

(portrait / landscape) and 

the paper tray to use. 

Maybe you are using a 

different tray for tags ?  

 

 

The left example can 

change according to your 

printer’s brand and model.  
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5. The « Tag files » part is to define the wanted tag format and type. 

The first field on the top left is to choose a predefined format.   

Once the choice is done, if we refer to the here below table, we will notice that the 

corresponding files to the various type of tags are automatically selected.  

We advise you to use a 8 tag per page format with a laser printer for a more 

simple use.  
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6. To finish with, you have to check the machine parameters. 

A stirrup, shearline and bending machines are set by default. Check if the 

parameters seem Ok respecting to the machines you have. Please note that the 

machine parameters are used during analysis. The software will choose the most 

appropriate machine for each bar according to the steel diameter, grade … 
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It is also necessary to set the former you are using according to some criteria. The 

formers can be defined by machine in the previous window, or globally in the 

menu “Parameters > Production Parameters > Formers »  

 

Please refer to Armaor help on line for further details. 

 

 

 
 

 

The setting is now over and your software is ready to be used. Please 

refer to the « First steps » guide to get familiar with Armaor.  


