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II..  CCuussttoommeerr,,  ssiittee,,  oorrddeerr    
 
Before entering any analysis, you have to enter some information: customer, site, order. 
 

1- Data layout 

 

 

This layout represents the organisation of the data : 

 

 

 

 

 

 

 

 

 

 

 

 

 

As you can see, a customer can have several sites. 
 

A site can have several orders, and for each site you have an analysis of one or more members: 
Cut and bend (CB), Assembled (Ass) … 
 
However, please note that one order can only have one analysis.  

 
As a consequence, if you want to create a new analysis, you have to create a new order. 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 
 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 

 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 
 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 
 

Customer A 

Site  
S1 

Site  
S2 

Site  
S3 

   

S1-003 

 

   

S1-002 

 

Order 
S1-001 

    

S2-003 

 

   

S2-002 

 

Order 
S2-001 

 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 
 

Analysis 
 

- Member 1, CB 
- Member 2, Ass 
- Member N 
- … 



 

 

                Armaor Light – First steps                           3  

2- Customer creation 

 
Menu: File > Customers > Creation 
 

 
 
First, you start creating a customer giving him a code (1) (Figures and/or letters), then you enter 
company general data (name, address…) (2). 
 

 
 

Once all those fields are entered, you have to click on « Save » then « Exit »  
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3- Site creation 

 
Menu: Files > Sites > Creation 

 

 
 
Then, you create a site (Steel delivery location) giving it a code (1) (figures and/or letters), then 
you enter all its specific data. 

 

 
 

The customer to which the site is linked can be defined entering a code or searching him 

in a list thru the list button (3). 

 

Once you have entered all the information, you have to « Save » then « Exit ». 
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4- Order creation 

 
Menu: File > Order > Creation 

 

 
 

At least, you create the corresponding order(s) to the sites previously created. This order is linked 
to a drawing.  
The order number is composed of the site code plus a number incremented automatically. 
Ideally, an order should include the steel of one delivery. 

 

 
 

Enter the site code (1) or select it in a list (2). You will see the order code automatically 

appear (3). Click on « Ok » to finish the data entering . 
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IIII..  FFaasstt  aanndd  ccoonnttrroolllleedd  aannaallyyssiiss  
 

1- Open the analysis 

 
You can only start analysing when the previous information phase has been done. 
It is possible to access the analysis screen directly after having created the order sheet clicking on 
the button “Analyse” on bottom right analysis sheet. 
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It is also possible to access the analysis screen using a more classic path.  
You first create an order then you start the corresponding analysis.  
 
Menu: Analyse > Start a new analysis 
 

 
 
The following window appears: 

 

 
 

You can enter the analysis code, for example EIFFEL-001 or search it in the order list which 

have not been yet analysed clicking on the « List » button. The following window opens.: 
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Select the order and validate your choice by clicking on Ok. 

 
It appears the following window with the chosen order code.  

 

 
 
Check that the order code matches the one wanted then validate clicking on OK  
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At least it appears the following analysis screen with the previous entered information: 
 

 
 

2- Create a cut and bend or assembled member  

 
The analysis part consists in entering the specific data of each member. When entering the data, 
you first have to choose the member type to create: a cut and bend member or an assembled 
member  
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By clicking on one of those two buttons  , you obtain the following window with the 
chosen member type: 
 

 
 
(1) : Enter the member name 
(2) : Enter the wished member quantity as well as the corresponding tag number  
(3) : Choose the barmark entering mode. The barmark is the bar reference on the steel drawing. 
(4) : The member type is automatically selected when you click on one of the two previous 
buttons. 
 
Once the member is created, you validate clicking on OK. You obtain on the screen the entered 
data during member creation.  
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3- Steel bar entering 

 
The following data will be entered from the place where the cursor blinks. 
 
Each member is composed with a piece list where are chronologically entered the following 
information: 
 

 
 
(1) The barmark on the drawing (column BM). Once entered the bar mark, type on « Entry » to 
validate and go the next column. 
(2) The quantity (column Qty). Once the wished quantity entered, type on « Entry » to validate. 
A second value appears in that column. It deals with the bars total number for the whole 
member. In our example, 5 members x 3 bars by member = 15 bars. 
(3) The steel diameter used (column Diam). Once the diameter entered, type on « Entry » to 
validate. 
(4) Shape length  
(5) The selected shape among the ones proposed on the various tables (column Code). Once the 
wished shape code entered, type on « Entry » to validate and have the corresponding schema 
appeared. You can also click on the shape on the table. 
(5) The various shape quotations (column Schema). Once the necessary quotation entered, type 
on « Entry » to validate and go the next line 
(6) The bar length (column Length.). Two lengths appear. The first one corresponds to the 
commercial length and the second one to the cutting length: 
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Cutting length = Commercial length – bending gain 

 
(7) The fabrication (column Prod.) is automatically selected when the data entering is finished. 
Two values appear. The first one corresponds to the former diameter (if the bar has to be bent), 
and the second one corresponds to the machines to use. 
 
 
A right click on the machine name allows to choose the desired machine(s) to produce the bar. 
For instance, you can choose a shear line and a bending machine, or a stirrup machine. 
 

 
 
To change the former, enough clicking with the mouse left button on the existing former then 
entering the one wanted.  
 

 
 
To change the quantity, the diameter or the shape code, you do the same thing that the former. 
 
When the first bar information entering is over, the cursor goes directly to the next line. It is thus 
possible to enter the analysis without taking the mouse again. 
Once all the member bars entered, you can create a new member the same way you did before.  
 
Once all the bars are entered, you have to save the analysis.  
To save the analysis in progress, go in the menu « Analysis » then « Save analysis ». 
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IIIIII..  TTaaggss  pprriinnttiinngg    
 
Menu: Printing > Cutting tags, delivery tags or both  
 

 
 
The cutting tags identify the bars to produce. 
The dispatch / delivery tags are fixed on the finished and ready to deliver members. 
 
The following window appears:  

 

 
 

Enter the order code or search it thru the « list » button . 
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The « Print » button directly prints the tags. 
The « Preview » button allows to see the result before printing. 
The « Parameters » button allow to define the selection criteria. 
The « Add » button allows to add a second order (or more) to print all the tags together. 
The « Reprint » button allows to print again only a part of the tags 
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IIVV..  DDeelliivveerryy  nnoottee  pprriinnttiinngg  
 
Menu: Printing > Delivery note  
 

 
 
After having selected the wanted analysis code, you will get the following screen :  

 

 
 

Click on « Print » to print the DN, you will be then proposed to validate the DN. 
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VV..  AAnnaallyyssiiss  pprriinnttiinngg    
 

 
 

The analysis printing can be done in the menu « Print analysis » or by the right screen 

shortcut button. 
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VVII..  CCuuttttiinngg  lliisstt  pprriinnttiinngg    
 
Menu: Print > Cutting list  
 

 
 

The  « parameters » button allows to set the selection order. 
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VVIIII..  TToo  ggoo  ffuurrtthheerr  
 

You will find the whole Armaor light help pressing F1 or going in the menu « Various > 

Help »,  
 
You will find among others, the documentation for the creation of your own shape or for the 
fixing drawing. 


